2L ISIKLAR INTEGRATED SOLAR LIGHT




DC ISIKLAR LED

SL-M40

@ Yali Yolu Sokak No:52/A Bostanci / istanbul / TURKIYE
S +90216 4457003

& www.isiklarled.com

B4 info@isiklarled.com

Integrated Solar Street Light 40W

Item No: SL-M40

18V 45W(Imported High

Max power Efficiency Monocrystalline
Solar panel Si”COﬂ)
Life time 25years
Type Lithium Battery(12V 21AH)
Battery
Life time 4-5 years
Max power 12V40W
led chip brand rI?Irlcrl]gt?I.u>;];‘rom USA with
LED Lamp igh brightness
(with sensor) lumen (LM) 130LM/W
Life time 60000hours
Viewing Angle 140°
Charge time by sun 6hours(Strong sunshine)
Discharge time full power >15hours
half power >30hours
working Temperature [range( C ) -30C—+70°C
colour temperature  |range(k) 6000K-6500K(customized)
mounting height range (m) 5-6M
space between light [range (m) 15-20M
Lamps material of i
. aluminium alloy
main
with remote control |yes
Certificate CE / ROHS / IP65
warranty period 3years
Product size 880*300*140MM
Net weight 12.5KG
. . Gross weight 13.5KG
Packing & Weight
Packing size 960*400*200MM
Qty/ctn 1set/ctn
Packing neutral
20GP 400sets
Packs Containers 40GP 815sets
40HC 940sets
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DC ISIKLAR LED

SL-N Series

MODEL
SYSTEM COMPONENTS SPECIFICATIONS SLN4O | SL-NSO | SL-N6O |  SL-N8O | SL-N9O | SL-N100 | SL-N120 | SL-N150
Maximum Light Flux (Lumen) 3.900 | 5.600 | 6.700 | 8.000 | 9.000 | 10.600 | 11.500 15.500
Colour Temperature 4000K High Efficiency (3000K-6000K)
Led Chip Model Power Led, 5050 SEOUL/CREE/SAMSUNG LM80
ARMATURE Led Efﬁt?i?ncy 160 lumen/watt (Maximum 223 lumen/watt)
Lens Efficiency 94%
Average Light Level 10-15 lux
Advised Pole Height 3-4m | 4-6 m | 6-7m | 7-8m | 8-9m | 9-10m | 10-11m |  11-12m
Area Lighting Classifications IESNA Type 2-3-4
Solar Module Power 51W | 51W | 64W | 115W | 115W | 128W | 128W | 128W
SOLAR MODULE Solar Modul(_e Type Half-cut, Monoperc, 5-bus bar
Solar Cell Efficiency 22%
Solar Module Life Time 25 years
Battery Type LiFePO4
BATTERY Battery Capacity 230Wh | 307Wh | 384Wh | 460Wh | 537Wh | 614wh | 614Wh | 614Wh
Battery Life Time at 25°C 3000 cycle and %90 DOD, 8-10 years
Armature Control MPPT control ; Smart Mode / Dimming / Motion Sensor (Optional hybrid with the grid)
Charging Time 5-6 hours
Fixed Light Flux (%90 DOD) 11 hours 10 hours 10 hours 10 hours 11 hours 9 hours 9 hours 7 hours
%100 Performance
CHARGER (MPPT)
100% | 4 hours | 100% | 4 hours | 100% | 4 hours | 100% | 4 hours | 100% | 4 hours | 100% | 4 hours| 100% | 4 hours| 100% | 4 hours
Motion Sensor or Dimming 50% | 4hours | 50% | 4hours| 50% | 4hours | 50% | 4hours | 50% | 4hours | 50% | 4hours| 50% |4hours| 50% |4 hours
(%90 DOD) 30% | 18 hours| 30% |18 hours| 30% | 16 hours| 30% | 16 hours| 30% | 16 hours| 30% | 8hours| 30% | 8hours| 30% |4 hours
Total 26 hours | Total 26 hours | Total 24 hours | Total 24 hours | Total 24 hours | Total 16 hours | Total 16 hours | Total 12 hours
MAIN BOX Main Body and Battery Box Anodized Aluminium
Sizes 1645 mm | 2020 mm

AREA OF APPLICATION
Park Areas

Bikeways

Playgrounds

Pedestrian Pathways
Emergency Collection Areas
Car Parks Areas

Vehicle Roads, Bus Stops
Factory Areas

Mining Areas

Campuses

Plazas

1645mm

ADVANTAGES

Lightweight

Minimal wind loading

No ongoing carbon emissions

Easy to installation

No cable connections needed

No costly maintenance needed

Changeable battery and solar module capacity
UV protection and IP67 lens, Policarbon(PC) / PMMA lens
IP65 protection

Remote control system
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